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MM SERIES

MACHINES UP TO 5T
SUITS MINI LOADERS, EXCAVATORS & SKID STEERS
COMPACT POWER FOR TIGHT SPACES

Purpose-built for domestic and light commercial screw piling, the MM Series is ideal 
for machines in tight-access or low-headroom jobs.

Engineered and developed using feedback from piling professionals around the 
world, its ideal for screw piling, ground screws, utility work, and micro piling in 
confined spaces. 

The unique gimbal mount design adds flexibility and reach where it counts. 
Delivering up to 14,000Nm** of torque and handling 25kW of continuous hydraulic 
power, the MM Series offers exceptional performance in a compact package. 

Proudly made in Australia, the MM Series offers one of the best power-to-weight 
ratios in its class. 
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MM SERIES	

**Output speed and torque specifications are THEORETICAL. Speed and torque output are dependent on the overall system efficiencies associated with the prime movers hydraulic system.
This document should be used for information and comparative purposes only. When determining criteria, & application specific information is required, please contact DIGGA.

SPECIFICATIONS

MODEL MM-14K

Theoretical Torque (Nm) 14,202 @205Bar

Expected Torque (Nm)** 10,938 @ 205Bar (77% efficiency)

Max Pressure 205Bar @ 70lpm

Max Flow 70lpm @ 205Bar

Max Power 25kW

Pressure Relief Valve NA

Standard Output Shaft 75mm Square

Overall Length (mm) 612

Diameter (mm) 289

Weight - Gearbox only (kg)* 63

Weight - Mini Loaders - Standard Mount* 141

Weight - Mini Loaders - Extended Boom* 206

Weight - Mini Excavator (kg)* 176*

Compact & Powerful – Delivers up to ~14,000Nm of torque in a streamlined design.
Tight-Access Ready – Perfect for low-headroom and confined-space piling applications.
Gimbal Mount Flexibility – Unique design provides increased reach and articulation for tricky setups.
Versatile Mounting Options – Suits mini loaders, excavators, and skid steers.
Built for Performance – Handles 25kW continuous power and 205 bar pressure for efficient small-scale piling.

GEARBOX WARRANTY

1 YEAR
MOTOR WARRANTY

1 YEAR

v2.03

*Weight may vary depending on mount combination

FEATURES
& BENEFITS

OUTPUT SPEED & TORQUE

OUTPUT SPEED OUTPUT TORQUE

LPM RPM BAR NM

25 6 20 1,373

30 7 40 2,746

35 8 60 4,120

40 9 80 5,493

45 10 100 6,866

50 12 120 8,239

55 13 140 9,613

60 14 160 10,986

65 15 180 12,359

70 16 205 14,202

MORE CLEARANCE. MORE CAPABILITY. 

WHy choose a gimbal drive?

The Gimbal mount eliminates traditional 
machine linkage, reducing overall drill-
ing setup length allowing longer augers 
or piles to be used. 


